With the development of higher-voltage power grids, the high-and low-voltage parallel loops are emerging, which lead to energy losses and even threaten the security and stability of power systems. The multi-infeed high-voltage direct current (HVDC) configurations widely appearing in AC/DC interconnected power systems make this situation even worse. Aimed at energy saving and system security, a decision optimization method for power grid operating conditions with high-and low-voltage parallel loops is proposed in this paper. Firstly, considering hub substation distribution and power grid structure, parallel loop opening schemes are generated with GN (Girvan-Newman) algorithms. Then, candidate opening schemes are preliminarily selected from all these generated schemes based on a filtering index. Finally, with the influence on power system security, stability and operation economy in consideration, an evaluation model for candidate opening schemes is founded based on analytic hierarchy process (AHP). And a fuzzy evaluation algorithm is used to find the optimal scheme. Simulation results of a New England 39-bus system and an actual power system validate the effectiveness and superiority of this proposed method.
Introduction
The high and low-voltage parallel loop is a kind of power grid structure, in which transmission lines of different voltage levels are looped by transformers at the sending and receiving ends. With the rapid development of higher-voltage power grids, parallel loops [1] have become more and more common. Parallel flow in a parallel loop would make unbalanced power flow in a power system, which leads to higher power losses. In some cases, parallel loop would even threaten the security and stability of a power system [2] . On the one hand, low-voltage transmission lines of parallel loops would bear a quite heavy load after faults on high-voltage transmission lines, which may cause cascading trips of low-voltage transmission lines [3] . On the other hand, parallel operation of highand low-voltage transmission lines also leads to a high level of short circuit current, which may exceed the interrupting capacity of circuit breakers. Therefore, considering energy saving and system security and stability, some methods must be presented to solve these problems.
There are many studies that have tried to apply Flexible AC Transmission System (FACTS) technologies to eliminate parallel flow or control power flow in parallel loops [1] [2] [3] [4] . These studies only improve the operational characteristics of power systems, however, they cannot solve the problems a New England 39-bus system and an actual power system are analyzed. Simulation results validate the effectiveness and superiority of this proposed method.
Complex Network Theory Used for Opening Parallel Loops

Complex Network Complexity
A power grid is a typical kind of complex network. High complexity is the significant characteristic shared by all kinds of complex networks, which mainly lies on three aspects:
(a) Structural complexity
The amount of nodes in a complex network is quite large, which leads to complex connection relationships between nodes. Furthermore, the network structure may keep changing, and the connections between nodes may even have different weights or directions.
(b) Node complexity There may be many different types of nodes in a complex network. Moreover, the nodes in a complex network may be dynamical systems which have complex nonlinear behaviors like bifurcation, chaos, etc.
(c) Interaction among various complexity factors
The characteristics of an actual complex network can be influenced by various factors. For example, the long-term planning of power system networks should take many factors including generation capacity, electricity demand, network evolution, etc., into consideration.
Complex Network Indices
The high complexity of a complex network can be described by a group of basic statistical indices. Some typical indices are listed below:
(a) Node degree Node degree of a node is defined as the number of other nodes connected to it, which has different practical meanings in different complex networks. In general, node degree indicates the importance of a node in a complex network.
(b) Shortest path
The shortest path is defined as the path from the specified beginning node to the specified end node with shortest length. The distance between two nodes in a complex network is defined as the length of the shortest path between them. The average shortest path length is defined as the average distance between any two nodes in complex network.
(c) Edge betweenness
Edge is the line connecting two nodes in a complex network. Edge betweenness of an edge is defined as the number of shortest paths passing it in a complex network. Edge betweenness is usually used to reflect the importance of an edge.
Floyd-Warshall Algorithm
As shown above, shortest path is the key index to describe a complex network. In general, the calculation for shortest path should search the whole network. It would consume a lot of time if an inappropriate algorithm is employed. Considering the loop structure of power grid networks, the Floyd-Warshall algorithm is employed. The Floyd-Warshall algorithm is a dynamic programming algorithm, the key idea of which is to calculate the shortest path matrix between any two nodes by the correlation matrix of network. The details of Floyd-Warshall algorithm can be found in [18] .
GN Algorithm
GN (Girvan-Newman) algorithm [19] , which was proposed by Girvan and Newman, has been a standard algorithm to analyze community structure of complex networks. A community is a set of nodes and edges, which is the subset of a complex network. If a network contains several communities, these communities must be connected by a small number of interconnected edges, and the shortest paths between these communities are bound through these interconnected edges. As a result, these interconnected edges have high edge betweenness. Then, communities contained in the network can be distinguished and separated by removing these edges. The basic steps of GN algorithm are as shown below:
(a) Calculate the betweenness of all edges in the complex network; (b) Find the edge with the largest betweenness and remove it from the current network; and (c) Return to step (a) until every node degenerates into a community.
Modularity Indicator
The GN algorithm can effectively find the communities contained in complex networks, however, it cannot estimate the practical significance of the communities obtained from the original network. To solve this problem, Newman introduced an index, called modularity indicator, to evaluate the community separating result [20] . And Fortunato proved that reasonable results can be obtained using this indicator when the scales of obtained communities differ in a relatively small range [21] .
Assuming the complex network can be divided into l communities, a symmetric matrix E = (e ij ) l×l with l × l order can be defined, and e ij represents the proportion of edges connecting community i and community j. The summation of elements on the diagonal is taken as T, which represents the proportion of edges connecting internal nodes of communities. The summation of elements in each row (column) is defined as a i , representing the proportion of edges connecting nodes of community i. Then, the modularity indicator can be defined as:
The definition of (1) is the expectation value of the proportion of the edges connecting community internal nodes in original network minus its corresponding proportion in another random network. The random network can be constructed by connecting different nodes randomly with the community property and node degree of each node unchanged. It indicates that the community separating result of original network is better if Q is closer to 1, which is the upper limit. If the proportion of the edges connecting community internal nodes in original network is smaller than its corresponding value of random network, Q = 0. In an actual network, the value of Q is usually between 0.3 and 0.7.
In order to simplify the calculation, the equivalent equation of Equation (1) is derived as below [22] :
A vw = 1, node v is connected with node w 0, node v is not connected with node w
δ(c v , c w ) = 1, node v and w are in the same community 0, node v and w are in different communities (4) where n is number of nodes, m is number of edges, and k v and k w are the node degrees of node v and w, respectively.
Generation of Parallel Loop Opening Schemes
Weighted Network and Weighted Modularity Indicator
The original GN algorithm can only be applied in unweighted networks. In an unweighted network, the existence of an edge only means that the nodes on the two ends of the edge are connected. No more information is contained in the edge. However, most of actual networks, especially power grids, are weighted networks, where weights of network edges have practical significance. The edges in weighted networks can contain information about how the nodes on the two ends of the edge are connected or how closely they are connected. This information is represented by edge weights. If a weighted network is analyzed as an unweighted network, the information contained in weights will be lost, which will influence the reasonableness of analysis results. To solve this problem, Newman found a way to convert the weighted network to multigraph, which makes GN algorithms applicable in weighted networks [23] .
For a power grid network, better community separating results can be derived if the edge weights are considered in the separating process. Considering the length and physical parameters of transmission lines in power grid networks, the modulus value of branch admittance is defined as the edge weight. The weight of an edge in a complex network usually represents the connection tightness of the two nodes connected by this edge. Thus, the larger the admittance modulus value of a branch, the shorter the electrical distance between two substations connected by this branch.
In a weighted complex network, the weighted edge betweenness can be defined as the ratio of the edge betweenness obtained from the corresponding unweighted network and the weight of this edge. Thus, a larger edge betweenness and a smaller weight value would jointly make a larger weighted edge betweenness of this edge, whose possibility of being removed from the network in community separating process would be larger.
Based on the edge weight defined above, the weighted modularity indicator can be derived from (2) as:
where S vw is the weight of the edge connecting node v and w.
Weighted Multi-Infeed Short Circuit Ratio
With the development of HVDC transmission systems, parallel loops might emerge in typical multi-infeed HVDC configurations. MISCR can represent the interactions between AC and DC systems and among different DC links in AC/DC interconnected power systems [24] . A practical definition of MISCR based on impedance matrix can be derived as [25] :
where U aci is the inverter bus voltage of the i-th DC; and Z eqij is the element of the equivalent impedance matrix Z eq , which can be obtained by multi-port Thevenin equivalent method. It should be noted that the value of Z eqij is equal to the voltage of node i when unit current is only being injected to node j. It is obvious that opening parallel loops would change the elements of the equivalent impedance matrix Z eq . Thus, it can be deduced from (8) that opening parallel loops would influence the MISCR of each DC link, which indicates system stability would be influenced by any parallel loops opening scheme. In general, system stability should not descend a lot after opening parallel loops. In order to evaluate the influence of opening schemes on system stability in multi-infeed HVDC configurations, the evaluation index must be defined based on MISCR.
Although the stability of multi-infeed HVDC systems is determined by all of the infeed DC links, the contribution of each DC link is different. Based on this evidence, the system stability evaluation index can be defined as the weighted MISCR, which is derived as:
where n is the number of DCs; MISCR i is the multi-infeed short-circuit ratio of the i-th DC; and ω i is the weighted factor of the i-th DC, which represents the importance of the i-th DC. A larger value of ω i indicates greater importance of i-th DC and greater influence on other DCs. Obviously, the weighted factor ω i is quite essential to define the weighted MISCR, which must meet three requirements:
(a) The weighted factor should not be assigned a value manually; (b) The weighted factor should represent the interaction between different DC links; and (c) The weighted factor should represent the contribution to system stability of the specific DC link.
To define the weighted factor ω i , the definition of MISCR should be analyzed firstly. Equation (8) can be transformed as:
where µ i is a penalty factor. It should be noted that S aci /P di is the definition of single-infeed short circuit ratio (SISCR) without considering the interaction between different DC links. Based on the physical meaning of SISCR, a small µ i indicates the i-th DC can be influenced by other DCs easily, which means a smaller contribution to system stability. Thus, this penalty factor can represent the importance of the i-th DC in multi-infeed DC systems. Thus, the weighted factor of the i-th DC can be defined as:
where Z eqij is the equivalent mutual-impedance between the i-th DC and the j-th DC; Z eqii is the equivalent self-impedance of the i-th DC; and P di and P dj are the rated transmission powers of the i-th DC and the j-th DC, respectively. The definition of (11) considers not only the electrical distance, but also the transmission capacity of a DC link, which fulfills the three requirements above.
Generation Process
For parallel loop opening issues, the situation that a lower-voltage isolated power grid partition is separated from the main grid should be avoided. Thus, power substations in higher-voltage power grids are usually selected as hub substations. And each power grid partition consists of at least one hub substation. The maximum possible number of partitions is determined by the number of hub substations. The parallel loop opening process should be stopped when all hub substations are divided into different partitions by GN algorithm.
The generated partitions, each of which contains one hub substation, can be defined as basic partitions. Neighboring basic partitions can be combined in different ways to generate different parallel loop opening schemes. An actual AC/DC interconnected power grid contains many higher voltage substations, which usually leads to a huge number of candidate opening schemes. It is usually not necessary to evaluate each of these generated schemes using comprehensive evaluation models because of huge computation times. Thus, a filtering strategy is needed.
According to the analysis above, the weighted modularity indicator can be used to filter the generated opening schemes preliminarily in pure AC power grids. But in AC/DC interconnected power grids, where the influence on MISCR of generated opening schemes must be considered, it is obviously not appropriate to filter opening schemes only based on weighted modularity indicator. Thus, a new filtering index is defined as:
where λ 1 and λ 2 are the weighted coefficients, respectively. There exists the relationship λ 1 + λ 2 = 1.
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Evaluation for Parallel Loop Opening Schemes
Comprehensive Evaluation Model
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Evaluation for Parallel Loop Opening Schemes
Comprehensive Evaluation Model
There are many factors that should be considered to evaluate the candidate parallel loop opening schemes. The most principal one is the contradictory relationship between system stability and short-circuit current. In this paper, a comprehensive evaluation model is established based on AHP, which can reflect all of the principal factors. The model is shown in Figure 2 . The details of this evaluation model are discussed below:
(a) Static security Static security should be analyzed with the premise that the system is transferred from a steady state before the fault to another steady state after the fault immediately. The transient process during the fault is not considered. Static security is used to examine whether the operation constraints are satisfied after faults. Operation statuses of key components after specified faults, including line overload, transformer overload and bus voltage limit violation, can be used to evaluate the static security. Thus, two indicators are defined, which are shown below:
Indicator C11: over load indicator of line or transformer.
where γ is the set of specified faults; α is the set of key transmission lines and transformers; ωP,l is the weighted factor; Sl is the power flow of branch l; Sl max is the upper limit of power flow of branch l; and n is a positive integer. Indicator C12: bus voltage limit violation indicator. 
,
where γ is the set of specified faults; β is the set of buses; ωU,i is the weighted factor; Ui is voltage of bus i; Ui max and Ui min are the upper and lower limits of voltage of bus i; and n is a positive integer.
(b) Transient stability Transient stability considers the ability of a system to remain stable during the transient process from a steady state before the fault to another steady state after the fault. The transient stability of a power system is composed of voltage stability and power angle stability. Voltage stability is mainly determined by load distribution and load characteristics, which can be measured by transient The details of this evaluation model are discussed below:
(a) Static security Static security should be analyzed with the premise that the system is transferred from a steady state before the fault to another steady state after the fault immediately. The transient process during the fault is not considered. Static security is used to examine whether the operation constraints are satisfied after faults. Operation statuses of key components after specified faults, including line overload, transformer overload and bus voltage limit violation, can be used to evaluate the static security. Thus, two indicators are defined, which are shown below: Indicator C 11 : over load indicator of line or transformer.
where γ is the set of specified faults; α is the set of key transmission lines and transformers; ω P,l is the weighted factor; S l is the power flow of branch l; S l max is the upper limit of power flow of branch l;
and n is a positive integer. Indicator C 12 : bus voltage limit violation indicator.
where γ is the set of specified faults; β is the set of buses; ω U,i is the weighted factor; U i is voltage of bus i; U i max and U i min are the upper and lower limits of voltage of bus i; and n is a positive integer.
(b) Transient stability Transient stability considers the ability of a system to remain stable during the transient process from a steady state before the fault to another steady state after the fault. The transient stability of a power system is composed of voltage stability and power angle stability. Voltage stability is mainly determined by load distribution and load characteristics, which can be measured by transient voltage safety margin. Power angle stability is used to evaluate the interaction between generators with long electrical distance, which can be represented by transient angle deviation. These two indicators are defined as below:
Indicator C 21 : transient voltage safety margin indicator.
where γ is the set of specified faults; η is the set of voltage curves of monitored buses; ω TV,k is the weighted factor; and ε k is the transient voltage dip acceptable margin of bus voltage curve k. Indicator C 22 : transient angle deviation indicator.
where γ is the set of specified faults; ω θ,m is the weighted factor; θ i and θ j are the power angles of two generators in the transient process of a specified fault, respectively.
(c) Short circuit current Short circuit current should be limited to not exceed the interrupting capacity of electrical equipment, such as circuit breakers. It can be represented by short circuit current limit violation.
Indicator C 31 : short circuit current limit violation indicator.
where β is the set of buses; ω I,i is the weighted factor; I i is actual short circuit current of bus i; I i max is the maximum interrupting current of circuit breaker of bus i; and n is a positive integer.
(d) Operation economy
In this paper, power loss is used to represent the operation economy. Indicator C 41 : power loss indicator.
It should be noted that the values of weighted factors used in these indicators above depend on the importance of the corresponding indicators. The weighted factor is defined based on the principle that tries to highlight limit violations and avoid overshadowing them. It should also be noted that the value of positive integer n is usually defined as 1. With n = 1, not only the computation speed for these indicators can meet requirements, but also the indicator values can vary in a large enough range to reflect the difference of limit violation clearly.
Fuzzy Evaluation Algorithm
The comprehensive evaluation model founded above considers almost all of the important factors to evaluate candidate opening schemes. A powerful evaluation algorithm, however, is still needed to find the optimal opening scheme based on the founded model. Fuzzy evaluation algorithm is based on AHP and fuzzy mathematics [26] , which not only includes engineering experience from experts, but also combines the advantages of qualitative analysis and quantitative calculation. Thus, use of fuzzy evaluation algorithms could avoid the disadvantages of expert systems, including uneasy knowledge representation and long computation time [27] , which guarantees an effective and fast way to find the optimal opening scheme.
The priority index P of any parallel loop opening scheme can be obtained by fuzzy evaluation algorithm, and the scheme with the largest priority index in the M-dimensional candidate opening scheme set is selected as the optimal one.
Case Study
In this section, a New England 39-bus system and an actual AC/DC interconnected power system are used as examples to validate the effectiveness and superiority of the proposed method.
New England 39-Bus System
The New England 39-bus system is a pure AC system, which is shown in Figure 3 . Many parallel loops would emerge if a higher-voltage power grid is connected to this system via node 5, 16 and 26. With node 5, 16 and 26 as hub substations, this power grid can be divided into three basic partitions at most after switching off several specific lines. 
The New England 39-bus system is a pure AC system, which is shown in Figure 3 . Many parallel loops would emerge if a higher-voltage power grid is connected to this system via node 5, 16 and 26. With node 5, 16 and 26 as hub substations, this power grid can be divided into three basic partitions at most after switching off several specific lines. According to the complex network theory in Section 2, edge betweenness of each branch should be calculated before switching off any line. The calculation results are shown in Table 1 . According to the complex network theory in Section 2, edge betweenness of each branch should be calculated before switching off any line. The calculation results are shown in Table 1 . In the original power grid network, the maximum edge betweenness is 2.0273 of line 3-4, which is between bus 3 and bus 4. According to GN algorithm, line 3-4 should be switched off firstly. No new partition emerges after line 3-4 is switched off. Then, the edge betweenness of the modified network without the line 3-4 is calculated. The calculation results are shown in Table 1 as well. In this round, the maximum edge betweenness is 2.8089 of line 14-15. No new partition emerges after line 14-15 is switched off. During the third round, line 1-39 has the largest edge betweenness, with a value of 4.9039. After line 1-39 is switched off, the original network would be divided into two partitions. Since there are still two hub substations in the same partition, the line switching process should be continued until all of the hub substations are divided into different partitions. It should be noted that the edge betweenness of some specific branches in a subsequent line switching process might be larger than their corresponding values in the previous process, which is due to the change of network connectivity and the branch number along with the line switching process.
The basic partitions of the New England 39-bus system is shown in Figure 4 After three branches are switched off, the network is divided into two partitions. And three partitions would emerge with four branches switched off.
There are three basic partitions illustrated in Figure 4 , which can be combined to generate four different opening schemes in total according to Combinatorics and actual neighboring relationships.
Because the number of generated opening schemes is quite small, it is not necessary to filter them using the filtering index. The filtering index (only weighted modularity indicator is considered in this example with λ 2 = 0) and priority index of these four generated opening schemes (No. 1-4) as well as two experiential schemes (No. [5] [6] , are shown in Table 2 . 
Actual AC/DC Interconnected Power System
In many modern power systems with intensive load, the AC power system and DC transmission systems are usually operating together and interacting in a complicated way. An actual AC/DC interconnected power system is shown in Figure 5 . With the development of 1000 kV transmission systems, 1000 kV/500 kV parallel loops would emerge, which can be recognized in Figure 5 .
Substation QCT, CLT, LYT, ZZT and HZT are 1000 kV substations, which are also hub substations in this power grid network. The number of hub substations decides the number of basic partitions. Thus, the power grid network can be divided into five basic partitions at most. During the line switching process, the edge betweenness of each branch is dynamically calculated until all of the five basic partitions are separated. Because of the huge amount of branches, it is not appropriate to list the edge betweenness of all of the branches at each line switching round. The switched-off branches and their edge betweenness are shown in Table 3 . It is obvious in Table 2 that the filtering index and priority index of the first four opening schemes generated by proposed method are overall larger than two experiential schemes. For New England 39-bus system, which is a pure AC power system, a larger filtering index indicates a better network structure after specific lines are switched off. And a larger priority index indicates better operational characteristics if the opening scheme is employed. By comprehensively considering the filtering index and priority index, scheme 1 should be selected as the optimal opening scheme. Based on the analysis above, it is easy to recognize the effectiveness of the proposed method to find optimal opening schemes, as well as its superiority over experiential method. The simulation results show that the proposed opening method can successfully be applied in a pure AC power system.
In many modern power systems with intensive load, the AC power system and DC transmission systems are usually operating together and interacting in a complicated way. An actual AC/DC interconnected power system is shown in Figure 5 . With the development of 1000 kV transmission systems, 1000 kV/500 kV parallel loops would emerge, which can be recognized in Figure 5 . In this AC/DC interconnected power system, there are three inverter stations: QDC, NDC and LDC. It should be noted that the inverter stations QDC and LDC are hierarchically interconnected to the receiving-end power grid [28, 29] . Thus, each of them is equivalent to two inverter stations (One is in 1000 kV power grid and another is in 500 kV power grid), respectively. The MISCR calculation results are shown in Table 4 . QDC-L and LDC-L are equivalent inverter stations in a 500 kV power grid. QDC-H and LDC-H are equivalent inverter stations in a 1000 kV power grid. Substation QCT, CLT, LYT, ZZT and HZT are 1000 kV substations, which are also hub substations in this power grid network. The number of hub substations decides the number of basic partitions. Thus, the power grid network can be divided into five basic partitions at most. During the line switching process, the edge betweenness of each branch is dynamically calculated until all of the five basic partitions are separated. Because of the huge amount of branches, it is not appropriate to list the edge betweenness of all of the branches at each line switching round. The switched-off branches and their edge betweenness are shown in Table 3 . In this AC/DC interconnected power system, there are three inverter stations: QDC, NDC and LDC. It should be noted that the inverter stations QDC and LDC are hierarchically interconnected to the receiving-end power grid [28, 29] . Thus, each of them is equivalent to two inverter stations (One is in 1000 kV power grid and another is in 500 kV power grid), respectively. The MISCR calculation results are shown in Table 4 . QDC-L and LDC-L are equivalent inverter stations in a 500 kV power grid. QDC-H and LDC-H are equivalent inverter stations in a 1000 kV power grid. The basic partitions of this actual power system are shown in Figure 6 . After six branches are switched off, the power system is divided into two partitions. And three partitions would emerge with nine branches switched off. Then, there are four partitions with twelve switched-off branches and five partitions with fifteen switched-off branches. These five partitions are basic partitions and can be combined to generate different opening schemes. The basic partitions of this actual power system are shown in Figure 6 . After six branches are switched off, the power system is divided into two partitions. And three partitions would emerge with nine branches switched off. Then, there are four partitions with twelve switched-off branches and five partitions with fifteen switched-off branches. These five partitions are basic partitions and can be combined to generate different opening schemes. According to Combinatorics and the neighboring relationships among basic partitions, 46 different opening schemes can be generated. It is not necessary to have all of these opening schemes evaluated by the comprehensive evaluation model and fuzzy evaluation algorithm, which usually costs a lot of computation time. Thus, the generated opening schemes should be filtered first using the filtering index defined in (11) in Section 3 The weighted factors of filtering index are assigned as λ1 = 0.5, λ2 = 0.5. Four generated opening schemes (No. 1-4) with the largest filtering index as well as two experiential opening schemes (No. 5-6) are selected as the candidate opening schemes, whose filtering indices and priority indices are shown in Table 5 . In addition, the original network with no branch being switched off acts as the control group (No. 7) to highlight the effect of optimal opening scheme. According to Combinatorics and the neighboring relationships among basic partitions, 46 different opening schemes can be generated. It is not necessary to have all of these opening schemes evaluated by the comprehensive evaluation model and fuzzy evaluation algorithm, which usually costs a lot of computation time. Thus, the generated opening schemes should be filtered first using the filtering index defined in (11) in Section 3 The weighted factors of filtering index are assigned as λ 1 = 0.5, λ 2 = 0.5. Four generated opening schemes (No. 1-4) with the largest filtering index as well as two experiential opening schemes (No. 5-6) are selected as the candidate opening schemes, whose filtering indices and priority indices are shown in Table 5 . In addition, the original network with no branch being switched off acts as the control group (No. 7) to highlight the effect of optimal opening scheme.
In Table 5 the filtering index and priority index of the first four opening schemes generated by proposed method are overall larger than two experiential schemes and original network. Based on the analysis above and results in Table 5 , it can be concluded that the proposed parallel loop opening method can effectively find optimal opening schemes in AC/DC interconnected power systems, which is usually more effective than the method based on engineering experience. Additionally, the comparison between scheme 6 and scheme 7 indicates that the experiential method cannot always guarantee a better opening scheme. According to the priority index in Table 5 , scheme 1 should be the optimal opening scheme, with the original network divided into two partitions. As an AC/DC interconnected power system, the system stability (evaluated by MISCR) should be checked after any opening scheme is employed. The MISCR calculation results after scheme 1 is employed, are shown in Table 6 . Compared with the MISCR results in Table 4 , it can be concluded from Table 6 that system stability is high enough after scheme 1 is employed. From the perspective of time-domain simulation, transient voltage curves of inverter buses of QDC and LDC inverter stations also validate this conclusion, which are shown in Figure 7 . The assumed fault is that QCT-CLT double lines are disconnected abruptly. After the optimal scheme is employed, the voltage curves of all of four inverter buses are able to recover to stable state faster, which indicates a more stable power system. method can effectively find optimal opening schemes in AC/DC interconnected power systems, which is usually more effective than the method based on engineering experience. Additionally, the comparison between scheme 6 and scheme 7 indicates that the experiential method cannot always guarantee a better opening scheme. According to the priority index in Table 5 , scheme 1 should be the optimal opening scheme, with the original network divided into two partitions.
As an AC/DC interconnected power system, the system stability (evaluated by MISCR) should be checked after any opening scheme is employed. The MISCR calculation results after scheme 1 is employed, are shown in Table 6 . Compared with the MISCR results in Table 4 , it can be concluded from Table 6 that system stability is high enough after scheme 1 is employed. From the perspective of time-domain simulation, transient voltage curves of inverter buses of QDC and LDC inverter stations also validate this conclusion, which are shown in Figure 7 . The assumed fault is that QCT-CLT double lines are disconnected abruptly. After the optimal scheme is employed, the voltage curves of all of four inverter buses are able to recover to stable state faster, which indicates a more stable power system. All of the above simulation results in this actual power system case show that the proposed method can effectively be applied in AC/DC interconnected power systems and successfully finds the optimal opening scheme. The derived optimal scheme has good parallel loop opening effects and strong support ability for multiple HVDC links.
(a) All of the above simulation results in this actual power system case show that the proposed method can effectively be applied in AC/DC interconnected power systems and successfully finds the optimal opening scheme. The derived optimal scheme has good parallel loop opening effects and strong support ability for multiple HVDC links.
Conclusions
With the development of higher-voltage power grids, the high-and low-voltage parallel loops are emerging, which lead to energy losses and even threaten the security and stability of power systems. To solve this problem not only in pure AC power grids but also in AC/DC interconnected power grids, a decision optimization method is proposed. With this method, parallel loop opening schemes are generated firstly and evaluated secondly. According to simulation results, this proposed method can be used to find the optimal opening scheme in pure AC power systems, which is based on complex network theory and has obvious superiority over experiential methods. In addition, this method can be employed in AC/DC interconnected power systems successfully. The derived optimal scheme can effectively coordinate the relationship between parallel loop opening effect and support ability for multiple HVDC links.
